RADIO SHACK Cat. No. 64-2306 


MATERIAL SAFETY DATA SHEET 

Section 1 

PACER TECHNOLOGY 

9420 Santa Anita Avenue 

Rancho Cucamonga, CA 91730 


DATE! 04/22/94 
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For Chemical Emergency Qnlvt 
In the US & Canada (800) 424-9300 

Int'l & Wash DC (COLLECT) (202) 483-7616 
Telephone for Information: (909) 987-0550 


PRODUCT IDENTIFICATION I 

PACER TECH: Archer Electronics Bonding Kit (64-2306) 

Archer Accelerator Component 

Section 2 - HAZARDOUS INGRBDIBHTS INFORMATION! 


HAZARD RATING 



Hazardous Components OSHA ACGIH OTHER % 

(Common Names. CAS Number) PEL TOV LIMITS OPTION 

1,1,1-Trichloroethane (71-55-6) * 350ppm 350ppm 80-100 

Dlmethyl-p-Toluidlne (99-97-8) NE NE 5-10 


* This ingredient is subject to the reporting requirements of Section 313 of the 
Emergency Planning and Community Right-To-Know Act of 1986 and of 40 CFR 372. 

Section 3 - PHYSICAL/CHEMICAL CHARACTERISTICS! 


Boiling Point: 165 F Specific Gravity (H20-1): 

Vapor Density (Air=l): 4.55 Melting Point: 

Vapor Pressure (mm Hg): 100 0 20C Evaporation Rate (Butyl acetate - 1): 

Solubility in Water: Nil in water. 

Appearance & Odor: Transparent water-white liquid with irritating odor at high 
concentrations . 
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Section 4 - FIRE AND EXPLOSION HAZARD DATAi 

Flash Point (Method): None (TCC) Flammable Limits (0250: LEL-7.5% UEL-15% 

Extlncruishinq Media: Water fog. 

Special Fire Fighting Procedures: Use NIOSH approved self-contained breathing apparatus 
Unusual Fire and Explosion Hazards: Excessive heat can decompose to hydrogen chloride 
and very small amounts of phosgene with chlorine. Cool solvent drums with water to 
avoid bursting. 

Section 5 - RPACTIVITy DATA: 


Stability: Unstable Stable XX Conditions to Avoid: Open flames that Induce 

decomposition. 

Incompatibility (Materials to Avoid) : Open flames (welding), nitric/sulfuric/acetic 
acids, long term contact with water, zinc, aluminum and white metals. 

Hazardous Decomposition Products: Hydrogen chloride, small amounts of phosgene 
chlorine . 

Hazardous Polymerization: May Occur May Not Occur XX 

Section 6 - HEALTH HAZARD DATAi 

Route (s) of Entry; Inhalation: 1000ppm Skin: (Rabbit) Ingestion: (Rat) 

(dizziness) LD50-15,000mg/kg LD50«>10,000mg/kg 

Health Hazards (Acute and Chronic): 

Acute - Dizzy at greater than l,000ppm; 10,000ppm unconsciousness may occur with 
irregular heartbeat. 

Chronic - Skin irritations and potential for liver injury. 
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Carcinogenicity; NTP: No lARC Monographs; No OSHA Regulated: No 
Signs and Symptoms of Exposure & First Aid Procedures; 

Eve contact - Immediately flush eye with copious amounts of water for 15 minutes. 

Skin contact - Irritation upon direct contact. Remove contaminated clothing and wash 
affected areas with soap and water. 

Inhalation - Remove to fresh air. Perform artificial respiration if breathing has 
stopped. 

Ingestion - Do not induce vomiting. Get immediate medical attention. 

Medical Conditions Generally Aggravated by Exposure; None known. 

Section 7 - PRECAUTIONS FOR SAFE HANDLING AND USE; 

Steps to Be Taken in Case Material is Releas ed or Spilled; Quickly ventilate area 
especially low places where heavy vapors can collect. Remove any open flames to 
prevent any decomposition products from forming. Absorb spill with paper, cloth, 
vermiculite fillers, etc. Do not allow liquid to enter sewer/water systems. 

Waste Disposal Method; Dispose of all absorbents, empty containers, etc. as hazardous 
waste according to federal, state and local regulations. 

Precautions to Be Taken in Handling an d Storing; Avoid breathing vapors/use self- 
contained breathing apparatus in the absence of adequate ventilation. Use safety 
goggles and protective equipment when frequent /prolonged contact may occur. 

Other Precautions; Store in a cool, dry place. Do not store or package in aluminum or 

zinc. 

Section 8 - CONTROL MEASURES; 

Pe^Diratorv Protection (Specify Tvpeli. NIOSH approved air-purifying respirator when 
exposure guidelines are expected to be exceeded. 

Ventilation: Local Exhaust: Good Mechanical (General); As needed. ^ 

Protective Clothing or Equipment: Butyl-nitrile rubber gloves, rubber aprons, protected 

shoes to keep clean in large use. 

Hork/Hvqienic Practices; Wash well with soap and water after use. Launder contaminated 
clothing before reuse. Use heuid cream if skin irritation occurs. 


HP 
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The data contained herein is based upon information that Pacer Technology believes to 
be reliable. Users of this product have the responsibility to determine the suitability 
of use and to adopt all necessary precautions to ensure the safety and protection of 
property and persons involved in said use. All statements or suggestions are made 
without warranty, express or implied, regarding accuracy of the information, ^ 
hazards connected with the use of the material or the results to be obtained from the 

use thereof. 



